HIKVISION

DS-1TLP16l Video Loop Device

Features and Functions

16-ch video input; 16-ch video output; 16-ch loop output.
Accepts HDTVI, CVBS and AHD signals inputs.
When the video input is HDTVI, the video output will support coaxitron.

Support 12 VDC and USB power supply.
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HIKVISION

Signal format

Specifications
Model DS-1TLP16I
Video in 16-ch, BNC connector
Video input

CVBS, HDTVI and AHD

Video output

Video out

16-ch, BNC connector

Loop out

16-ch, BNC connector

Signal format

CVBS, HDTVI and AHD

Transmission

Transmission distance

CVBS, 720P: Up to 500 m (input and output cable combined)

distance 1080P: Up to 300 m (input and output cable combined)
1 x 12 VDC (2-ping connector)
Power supply
1xUSB
Power consumption <36W
General Operating temperature | -10 2C to +55 2C (14 °F to 131 9F)

Operating humidity 10% to 90%

Dimensions ;

(W x D x H) 315 x 100 x 52 mm (12.4 x 3.9 x 2.0 inch)
Weight

(without HDD)

<1.5kg(3.31b)




Physical Interfaces
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Index Description Index | Description
1 LOOP OUT 2 VIDEO IN (Connect to Camera)
3 USB Power Supply 4 VIDEO OUT (Connect to DVR)
5 Power Supply 6 Ground
Available Models
DS-1TLP16l
Distributed t
[ 1

HIKVISION

Headquarters
""J\rwnu Road,

&
o
4}

Binjiang District,

Hikvision Europe

om info.eu@hikvision.com salesme@hik

Hikvision France Hikvision Spain
T +33(0)1-85-330-450 T +34 ]

info.it@

HIkVISIOn Oceanla
+B1-7 3

alesau@hikvision.com

Hikvision Singapore
65-6684-4718

Hikvision Africa
T +27 (10) 0351172 852-2151-1761

sale.africa@hikvision

H|kV|5|on Mlddle East
T +31-23-55-42-770 T +971-4-881608¢

vision.com info.fr@hikvision.com nfo.es@hikvision.com

Hikvision India
I +91-22-28463900

apramanikvision.com

Hikvision Russia
[ +7-495-669-67-9C€
saleru@bhikvision.com

Hikvision UK
T +01628-902140

ipport.uk@hikvision.com

HIkVISIOn Poland

Hikvision Brazil

0100001060811



